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PRO» REEL™ PROFESSIONAL FLUORESCENT WORK LIGHT CORD REEL
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PROA REEL™ INCANDESCENT RETRACTABLE CORD REEL WORK LIGHTS

Cord Wire Gauge/S Max.
Lemngth Cord Type Rating
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PROA LITE™ ELECTRONIX™ LED TASK LIGHTS

Cord Wire Gauge/ Max.
Length Cord Type Rating
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PROA REEL™ RETRACTABLE EXTENSION CORD REELS
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755 The Queensway East
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Tel: (905) 276-3301 ® (416) 622-0567 » Fax: (905) 276-7013
E-mail: info@ humelec.ca

Retractile Power Cords

Cord lengths - 48" retracted, approx. 20" extended, Shorter lengths available

Type SVO

Neoprene jacket
* 300V cord UL & CSA

¢  Stranded bare copper conductors, separator over conductors,
color coded rubber insulation, cabled

¢  Use: For light duty application as on light hand tools and home

appliances. The cord resists ail, sunlight, acids, alkalies and
water.

Catalogue No. AWG Size Approx. Current
0.D. Amperes
4-8001-00-91 182 0.26 Fi
4-8003-00-91 183 0.275 107
4-8025-00-91 18/15 575 47

SJO & SO

* Stranded bare copper conductors, separator over conductors, color coded rubber insulation, cabled with
filler, separator over core. Neoprene jacket overall 60°C (140°F). Surface printed for identification.

Type SJO

* Neoprene jacket
* 300V cord UL & CSA

¢  Use: Becommended for medium duty service. The coil resists
oil, sunlight, acids, alkalies and water.

Catalogue No. AWG Size Approx. Current
0.D. Amperas
4-8011-00-91 18/2 320 10
4-8013-00-91 1873 2350 1007
4-8014-00-91 18/4 385 7/5.6
4-8015-00-91 18/5 440 5.6
4-8017-00-91 1877 500 4.9
4-8022-00-91 16/2 360 13
4-8023-00-91 16/3 380 13/10
4-8024-00-91 16/4 450 10/8
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Type SO

*  MNeoprene jacket

* GO0V cord UL & CSA

e Use: Recommended for heavy duty sewvice. The coil
resists oil, sunlight, acids, alkalies and water.

Catalogue No. AWG Size Approx. 0.0, | Current Ampeares
4-8063-00-91 183 A05 107
4-8066-00-91 18/4 435 5.6
4-8093-00-91 16/3 A70 1310
4-8094-00-91 16/4 .500 1078
4-8095-00-91 16/5 .550 8
4-809&-00-91 16/6 545 8
4-8097-00-91 16/7 575 7
4-8094-00-91 16/8 .605 917
4-8032-00-91 14/2 540 18
4-8033-00-91 14/3 .560 18/15
4-8034-00-91 14/4 605 1512
4-8047-99-93 1477 J20 10
4-8027-00-91 16/6,141 600 10.5/7
4-8042-00-91 1272 605 25
4-8043-00-91 12/3 .635 25/20
4-8044-00-91 12/4 678 2016
4-8047-99-92 1277 A75 14
4-8065-00-91 10/4 745 20

710182 18/10 .B50 4.9




